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SURFACE ONLY

§ 57.15020 Life jackets and belts.
Life jackets or belts shall be worn

where there is danger from falling into
water.

UNDERGROUND ONLY

§ 57.15030 Provision and maintenance
of self-rescue devices.

A 1-hour self-rescue device approved
by MSHA and NIOSH under 42 CFR
part 84 shall be made available by the
operator to all personnel underground.
Each operator shall maintain self-res-
cue devices in good condition.

[60 FR 30401, June 8, 1995]

§ 57.15031 Location of self-rescue de-
vices.

(a) Except as provided in paragraph
(b) and (c) of this section, self-rescue
devices meeting the requirements of
standard 57.15030 shall be worn or car-
ried by all persons underground.

(b) Where the wearing or carrying of
self-rescue devices meeting the require-
ments of standard 57.15030 is hazardous
to a person, such self-rescue devices
shall be located at a distance no great-
er than 25 feet from such person.

(c) Where a person works on or
around mobile equipment, self-rescue
devices may be placed in a readily ac-
cessible location on such equipment.

Subpart O—Materials Storage and
Handling

§ 57.16001 Stacking and storage of ma-
terials.

Supplies shall not be stacked or
stored in a manner which creates trip-
ping or fall-of-material hazards.

§ 57.16002 Bins, hoppers, silos, tanks,
and surge piles.

(a) Bins, hoppers, silos, tanks, and
surge piles, where loose unconsolidated
materials are stored, handled or trans-
ferred shall be—

(1) Equipped with mechanical devices
or other effective means of handling
materials so that during normal oper-
ations persons are not required to
enter or work where they are exposed
to entrapment by the caving or sliding
of materials; and

(2) Equipped with supply and dis-
charge operating controls. The controls
shall be located so that spills or over-
runs will not endanger persons.

(b) Where persons are required to
move around or over any facility listed
in this standard, suitable walkways or
passageways shall be provided.

(c) Where persons are required to
enter any facility listed in this stand-
ard for maintenance or inspection pur-
poses, ladders, platforms, or staging
shall be provided. No person shall enter
the facility until the supply and dis-
charge of materials have ceased and
the supply and discharge equipment is
locked out. Persons entering the facil-
ity shall wear a safety belt or harness
equipped with a lifeline suitably fas-
tened. A second person, similarly
equipped, shall be stationed near where
the lifeline is fastened and shall con-
stantly adjust it or keep it tight as
needed, with minimum slack.

§ 57.16003 Storage of hazardous mate-
rials.

Materials that can create hazards if
accidentally liberated from their con-
tainers shall be stored in a manner
that minimizes the dangers.

§ 57.16004 Containers for hazardous
materials.

Hazardous materials shall be stored
in containers of a type approved for
such use by recognized agencies; such
containers shall be labeled appro-
priately.

§ 57.16005 Securing gas cylinders.

Compressed and liquid gas cylinders
shall be secured in a safe manner.

§ 57.16006 Protection of gas cylinder
valves.

Valves on compressed gas cylinders
shall be protected by covers when being
transported or stored, and by a safe lo-
cation when the cylinders are in use.

§ 57.16007 Taglines, hitches, and slings.

(a) Taglines shall be attached to
loads that may require steadying or
guidance while suspended.

(b) Hitches and slings used to hoist
materials shall be suitable for the par-
ticular material handled.
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